1x - 74HC08 (DIP14)

4x - IRF4905 (TO-220)

4x - IRFZ44 (TO-220)

4x - BC546 (TO-92)

4x - 3.6K Ohm 1/4 watt resistor 1%

4x - 2.2K Ohm 1/4 watt resistor 1%

4x - 1.5K Ohm 1/4 watt resistor 1%     

2x - 680 Ohm 1/4 watt resistor 1%

4x - 160 Ohm 1/4 watt resistor 1%

8x - 1N5819 Schottky Barrier Rectifier   (its better to Use 1N5819 as I did)

8x - Zener 15volt 1/2 watt               (The smallest was 1/2 watt not 1/4)

2x - 100uF / 63v capacitor

2x - Red Leds

2x - Green leds

1x - 80mm 12v PC case fan

4x - Terminal connectors (two legs) atleast 15amp rated on 125volt

8x - Terminal connectors (three legs) atleast 15amp rates on 125volt

1x - DIP 14 IC header

1x - 10pin Male Molex connector

8x - pieces of aluminiun to cool the mosfets (use silicon paste if possible).

Parts to construct the cable to connect it with AVR motion controller:

2x - 10pin Female Molex Connector + 8 metal pins

8x - 15cm pieces of wire (Preferably colored)

